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Class 4 BRAKE TESTER
BTA/4mot & BTA/4atl

•	 Single-bed roller brake tester for cars 
and vans

•	 Choice of MOT or ATL specification
•	 Reliable worm gear motors
•	 Hot-dip zinc galvanised chassis
•	 Reversible rollers for 4x4s
•	 Designed to prevent tyre damage
•	 Can be retrofitted into many existing 

brake tester recesses

Specifications

Measuring range brake force: 0-800kgf
Weighing range: 0-1500kg/wheel (ATL only)
Axle load: 3000kg max.
Roller speed: 1.8mph
Roller distance: 420mm
Roller dimensions: 700 x 206mm
Friction roller surface: 0.9μ dry, > 0.6μ wet
Motor: 2 x 3kW, 3ph 400V/50 Hz/32A
Track: 806–2206mm
Dimensions: 2340 x 660 x 310mm (LxWxH)

Options

BTA/4MOT - Class 3 & 4 DVSA approved brake 
tester for MOT (2-person) testing
BTA/4ATL - Class 3 & 4 DVSA approved brake 
tester with weighing for ATL (1-person) testing
BOD/IFCLASS4 - Installation frame for Class 4 
brake tester
BOA/CL4MCBT - Adapter cover for Class 1 & 2 
testing on Class 4 brake tester
BTU/LCD2 - Secondary display for brake tester


